Locator Clip UA 4535 Vertical cavity batten Clearance hole in — When ripping boards to custom widths use treated timber
\ (corners only) fixed with board larger than Packers with isolation strips to replicate leg support
6g x 1.25" CSK Sq S/S screw gauge to
pre-drilled screws through allow for thermal i ;
batten into dwang / nog expansion ‘ Minimum 5 mm clearance to allow for thermal expansion
5 MIN
\ Ulltraclad© UA 7094 Female Corner Flashing
i Fﬁ J \l ) —~ Ulltraclad© UA 7095 Male Corner Flashing fixed to timber battens with
— o= o zy 30 x 2.5 mm stainless steel clouts at 600 mm vertical centres
i e - wl
[ o ] [ ﬁ C Face fix CSK aluminium Rivet through UA 7094
Z o L Female Corner Flashing and UA 7937 weatherboard
. 10 H (vertical). Touch up with colour match paint
‘T ~—— Note: Underlay strips to isolate aluminium
i o from treated timber battens
= Refer VOO
e
Building underlay continuous around corner
Cavity batten
Refer VOO Batten Options
Locator Clips fixed at Max 600 mm vertical
centres with 8g x 2" CSK Sq S/S self
wall frame ————————— ] tapping screws through batten into dwang / nog
Interior lining——————————————— = r‘ﬁ
o U }/
Note: Ensure to alternate spacings of L
fixings for battens and Locator Clips
to avoid risk of splitting batten
—
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