SECTION PROFILES

132mm DESIGNER PARTITIONING SYSTEM

UA 7271 UA 7268
UA 7270 or GLAZING BEAD
UA 7272 If Powdercoated
kg/m 0.324 P 184
OAD 40 x 24.35

UA 7269
GLAZING BEAD
If Anodised

UA 7268 kg/m 0.327 P 186

OAD 40 x 24.35

or

UA 7840 UAS269
UA 7270
GLAZING BASE
kg/m 0.836 P 429
OAD 132 x 26

UA 7271

UA 9085 GLAZING BEAD
or If Powdercoated

UA 9086 kg/m 0.373 P 212
OAD 54 x 24.35

UA 9084
UA 7272

GLAZING BEAD
If Anodised

kg/m 0.376 P 214
OAD 54 x 24.35

UA 7743

[32mm RECESSED
GLAZING MULLION POST
kg/m 2.854 P 602

OAD 132 x94.73

UA 7840

OFFSET GLAZING BASE
keg/m 0.858 P 428

OAD 132 x 26

UA 9084

HALF HEIGHT WALL

GLAZING BASE

For 92mm Steel Stud
UA 7274 UA 7274 kg/m 1.040 P 432

- UA 7743 (option)
(option) WITH CAP OAD 13.30 x 38

UA 9085
GLAZING BEAD
If Powdercoated
kg/m 0481 P 272
OAD 54 x 26

UA 9086
GLAZING BEAD
If Anodised

kg/m 0.484 P 274
OAD 54 x 26
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ULLRICH

ALUMINIUM

NOTE: Not all products are available ex-stock, check with your local branch for advice on availability.



