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Key Features

Design Considerations

ENTRANCE DOORS
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Aquila

Aquila door with standard 
stile.

Aquila with glazing beads. Tongue and groove 
sectional detail.

Urbo, Elemental and Icon 
lever handles.

 ■ Installation in sheltered environments recommended 
– away from full sun exposure

 ■ Inward opening entrance doors are generally 
favoured

 ■ Multiple locking points and robust aluminium 
construction

 ■ Double doors, dual colour and opening sidelights 
not available with Aquila.

 ■ The Virtual Home entrance door tool allows you to 
explore the style, colour and hardware options and 
give clients an indication of what their preferences 
look like. Visit the Altherm, First or Vantage website.

Door frame and Aquila sectional detail.

 ■ The innovative Aquila design arranges aluminium 
horizontal tongue and groove profiles with adjoining 
flush stiles

 ■ Reflects the look of one of the most popular timber 
door designs

 ■ Horizontal glazed inserts can be added with flush 
beads

 ■ Glass inserts can be multiplied according to 
homeowner preference

 ■ Doors are filled with high density foam for thermal 
efficiency and sound dampening

Dimensions
2400mm high x 960mm wide

Maximum Glass Thickness
18mm double glazing as standard

Thermal Values
Consult APL Technical Department

Performance
Consult APL Technical Department


