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SWAGE ARE AVAILABLE ON REQUEST.  FOR SPECIAL PAN WIDTH REFER ROOFING INDUSTRIES

365mm or 450mm NOMINAL PAN WIDTH +/- 5mm
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Detail Number:  RI-ES45-000CEUROSTYLE SPANLOK™

PROFILE SUMMARY -  SPANLOK™

NOTES:
1. PANEL WIDTHS ARE GENERALLY DETERMINED BY COIL SIZE

AVAILABILITY.
2. FOR SIZES OUTSIDE THESE NORMAL COIL WIDTHS PLEASE CONTACT

ROOFING INDUSTRIES.
3. ROOFING INDUSTRIES 'EUROSTYLE SPANLOK 45' CAN BE INSTALLED

WITHOUT A PLY SUBSTRATE, CARE SHOULD BE TAKEN TO REDUCE
CANNING.  REFER TO ROOFING INDUSTRIES LTD FOR MATERIAL

SUBSTRATE ADVICE.
4. ALL DIMENSIONS SHOWN ON DRAWINGS ARE NOMINAL +/- 5mm

STANDARD
MATERIAL TYPES

COLORCOTE ZINACORE /
COLORSTEEL ENDURA

0.55mm

COLORCOTE ALUMIGARD

GAUGE

0.90mm

NON PLY SUBSTRATE

SPANLOK™

Add 5mm to above pan size for effective cover.

COLORCOTE MAGNAFLOW / COLORSTEEL
MAXX IN SEA SPRAY ZONE

0.55mm

COIL SIZE

PAN WIDTH

610mm

450mm

525mm

365mm
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