
(All dimensions are nominal and in mm.)
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VARIABLE PAN WIDTH FROM 185mm (INQUIRE FOR AVAILABILITY)

STANDARD WIDTH APPROX 250mm
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Detail Number:  RI-ESL-000CEUROSTYLE INTERLOCKING PANEL

PROFILE SUMMARY -  INTERLOCKING CLADDING AND
SOFFIT

STANDARD
MATERIAL TYPES

COLORCOTE / COLORSTEEL 0.55mm & 0.75mm

ALUMINIUM

GAUGE

0.90mm

NON PLY SUBSTRATE

COPPER 0.70mm

ZINC 1.00mm

NOTES:
1. PANEL WIDTHS ARE GENERALLY DETERMINED BY COIL SIZE

AVAILABILITY.
2. PANEL WIDTHS IN EXCESS OF STANDARD WIDTHS HAVE LOWER WIND

LOADING LIMITATIONS.
3. ALL DIMENSIONS SHOWN ON DRAWINGS ARE NOMINAL +/- 5mm-
4. PAN WIDTH GREATER THAN 280mm WILL REQUIRE ADDITIONAL

SUPPORT TO REDUCE DEFLECTION

5. HIGH WIND ZONE AND ABOVE WILL REQUIRE A FIXING IN JOINT

ANGLE STANDING SEAM™

Add 10mm to above pan size for effective cover (depending on recess width).
*May require a 24mm packer.

COIL SIZE

PAN WIDTH

525mm

400mm*

390mm 380mm 340mm

265mm* 255mm 215mm
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