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OWNER’S  
INFORMATION

FURNITURE VANITIES

Englefield has a history
of making superb showers
and their popularity is
testament to their quality
and affordability.

It’s the details that Englefield
cares about - from pioneering
the latest technology, to
innovative design, it’s all to
make your showering
experience the very best it
can be. 

CLEANING INSTRUCTIONS

Regular cleaning of your Englefield product is recommended and will help to 
avoid the build up of dirt and grime that can damage and reduce the life of
the product.   

DO NOT USE CLEANING PRODUCTS CONTAINING
Abrasives
Alcohol
Solvents

Bleach

Citrus
Harsh chemicals & disinfectants
Ammonia or peroxides

Acid or alkaline

CAREFULLY READ ALL INSTRUCTIONS OF CLEANERS BEFORE 
APPLYING TO PRODUCT SURFACES
Many bathroom cleaners may contain chemicals that could adversely affect
the finish so should only be used with caution at the consumers risk 

RECOMMENDED CLEANING PROCEDURES
DurastoneTM Vanity Tops

Vanity Cabinet

To clean DurastoneTM vanity surfaces use non abrasive soap and water.
It is recommended that the product surface is wiped dry after each use to 
prevent the build up of soap and scum. In the event of light scratches in the 
surface of the top, a mild abrasive such as “Meguiars Mirror Glaze 28 All Metal 
Polish” can be used to polish them out.

 

The materials used in the vanity cabinet are water resistant only, not water 
proof. Care must be taken to clean up all water spillage onto the vanity cabinet 
surfaces. To maintain the finish on your vanity cabinet clean with mild soapy 
water and dry with a soft cloth.    

CONTACT AND WARRANTY INFORMATION

               (1 800 364 533)
Free Ph:  1 800 ENGLEFIELD

             
Free Ph:  0800 100 382
Free Fax:  0800 664 488

www.englefield.com

For warranty 
information, please 
visit our website.

NEW ZEALAND
KOHLER NZ LTD

www.englefield.co.nz

AUSTRALIA 
KOHLER CO.

CAUTION
Material used in cabinet is water resistant only, not waterproof.

Care must be taken to clean up all water spillage.

WARNING
FOR YOUR PERSONAL SAFETY AND PRODUCT DURABILITY,

ENSURE THAT HOT WATER SUPPLY IS REGULATED TO 55 C MAXIMUM




