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6.5 M                        TAPWARE / SHOWERMoxie® Bluetooth® Showerhead
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Technical Details

Product
• Moxie bluetooth showerhead - 5”
• Moxie bluetooth showerhead - 8”
• Shower arm

AU Code
NZ only
NZ only
NZ only

NZ Code
681323
681324
681325

Kohler Code
9245T-E-CP
99105T-E-CP
45918T-CP

Included Components
• Showerhead with white sprayface
• BLUETOOTH®   Sound capsule
• USB recharge cable 

Features
• BLUETOOTH®  connectivity for 
   wireless streaming of audio input
• 2 size options: 5” or 8” showerhead
• Polished chrome
•  White sprayface
• Optimized sprayface for maximum 
   performance
• Magnetic docking for sound capsule 
• Rechargeable lithium ion battery with USB cable
• KOHLER finishes resist tarnishing
   and corrosion

Warranty*
• Showerhead - 7 years
• Speaker - 1 year

* Actual battery life will vary with use, settings and environ-
mental conditions. Rechargeable batteries have a limited 
number of charge cycles. 
The BLUETOOTH® word mark and logos are registered 
trademarks owned by Bluetooth SIG, Inc. and any use 
of such marks by Kohler Co. is under license. Other trade-
marks and trade names are those of their respective
owners.

Maximum Relative    100% condensing
Humidity               
USB Cable Length   1m

Output Power          1.5 Watts into 4 Ohms
Total Harmonic         <1% at 1kHz at full output power
Distortion      

BLUETOOTH®        10m
wireless range       
Battery Charge         7 hours
Time          
Play Time*                7 hours

Charge Voltage         USB 5 V

Operating                 32°F (0°C) - 140°F (60°C
Temperature            

Showerhead

5” showerhead 8” showerhead

Sound Capsule

The more 
stars the more 
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WELS RATING
(3 Star 9 Litres / min)

Installation Notes:
• G½” female thread.
• Optimum working pressure 35-500 kPa.
• Inline filters should be used to protect tapware from debris that may be present within the plumbing.
• Suitable for Mains pressure only

G½” is equal to BSP½”

* For more detail about terms and conditions of the warranty, please visit www.kohler.co.nz


