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BENEFITS
• Several mounting options
• Screw fixed to support frame
• Installation requires no special tools
• Works with Standard Range 

Fastmount clips
• Allows for flexing and expansion 

of panel and support frame

APPLICATIONS
• Mounting onto aluminium frames
• Mounting onto fire rated cabins
• Mounting panels where a cavity 

between panel and frame is 
required

• PC-SF1 can be used on panel 
or support frame side

INSTALLATION: Partially exploded through section showing typical installation method

PC-SF1 Surface Mount Female Screw Fix

MATERIAL:
White Acetal copolymer

MORE INFO:
Installation Guide PC-SF1 
Clip Layout Guide TD-02, 09, 12 
Panel Offset Guide

USE WITH:

PC-SF1 mounted through

PC-M1APC-M1B

support frame from behind PC-SF1 recessed into support frame

PC-SF1 screw fixed onto support frame

Thin prefinished panel

PC-SM2 glue fixed

Foam cored panel
Covered panel

PC-SF1

The PC-SF1 surface mount female has been designed specifically for use 
where a cavity is required or where installers prefer a screw-fixed mounting. 
Compatible with all male clips in the Standard Range (pull out load depends 
on male clip used). Refer to Panel Offset Guide for information about gap 
between substrate and panel, pull out and shear loads.

PC-M1B PC-VM1

PC-SM2

PC-M2H PC-VMX

PC-SM2H PC-SM1ACPC-SVMX

Gap between panel and substrate when used with: 
PC-M1B: 17.4mm   PC-SM2: 17.6mm

STANDARD PC RANGE 
PC-SF1 PRODUCT GUIDE
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