
Aluminium post 

Existing pile to bearer 
connections to be 
upgraded - refer to detail 1

Existing bearer

Existing joists

A
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Pile must have anchor pile 
footing eg. ⌀0.45 x 0.9m deep 
or equivalent area of concrete

1800mm max.

Double boundary Joist

Existing joists

Existing joists
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100 x 100 x 3mm 
aluminium SHS socket

SCG Adapter screw

2-M12 bolts bolted 
through joists  

140 x 100 x 5mm saddle
Allow addtional blocking 
to support decking
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450 max. 2-M12 bolts

Bearer min. 100 x 75mm

280 x 120 x 10mm plate bolted 
to  bearer with 2-M12 bolts
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Flooring by others

Existing joist

68

140 x 75 x 5mm 'L' bracket fixed to 
SCG adapter screw with 1-M20 bolts
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Note: 
Screw Pile for uplift only

75 x 5mm saddle fixed to 
screw pile with 1-M20 bolt

8- 4.5mm min. stainless steel 
screws. Grease the shaft of the 

head and screw before installing

SCG Screw adapter

Wind Zone

Medium
High
Very High

Length of Pile

1200
1200
1600

100 x 100 x 3mm SHS 
aluminium post
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LOUVRE TO POST DECK CONNECTION
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LOUVRE POST TO DECK CONNECTION PLAN

 1 : 10S4.16
POST CONNECTIONA  1 : 10S4.16

PILE CONNECTIONB

1 CONSENT ISSUE 29/07/2024

 1 : 10
SCG ADAPTER SCREW DETAIL


