I=1RST

e FIRST THERMAL HEART
Cad Ref. FRTBDO07-0 BI-FOLD DOOR

SPAN TABLES

Date 01.06.11  Scale NTS

Extrusion: 65250 / 65250 c
Description: Bi-fold Door Stiles )
:
‘Centres Centres
Spans for each wind zone
Centres Low Medium High Very High

500 3611 3288 2921 2689

600 3404 3101 2757 2539

700 3240 2953 2627 2420

800 3106 2832 2521 2324

900 2994 2731 2432 2244

Table applies for 65220 / 65240 French Door Stiles also

Extrusion: 65270 / 65260 <
Description: Two plus One Door Stiles @
2
‘Centres Centres
Spans for each wind zone
Centres Low Medium High Very High
z 500 3539 3223 2863 2636
600 3336 3039 2702 2489
700 3176 2894 2575 2373
800 3045 2776 2472 2279
900 2935 2677 2385 2201
Extrusion: 65180 / 65190 / 65320 8
Description: Coupled Overlight g
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Max Span
Spans for each wind zone
Centres Low Medium High Very High
2000/500 2971 2716 2428 2246
2100/500 2938 2687 2403 2223
2200/500 2907 2659 2379 2200
2300/500 2878 2633 2357 2200
2400/500 2850 2609 2347 2200

Spans are the maximum calculated allowable, based on NZS4211:2008, which requires that the member deflection at serviceability wind
pressure (SWP) shall not exceed 1/200 of the span. Hardware and componentry may further restrict the spans.
For advice we recommend you contact APL Technical Advisory Service
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